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Karakteristike OptiLine 45 — montazni okvir
Glavno
Range OptiLine
Cabling installation system Floor box
Product or component type Mounting frame
Type of floor In-cavity floor
Raised floor

Screeded floor

Floor box shape Rectangular
Colour tint Light grey
Quantity per set 4 pieces
Komplementarno
Accessory / separate part destination For 2-4 Unica outlets
Fixing mode Snap-fitted 3
R
Number of modules 4 modules 3
¢
Material PBT (polybutylene terephthalate) gg_
Length 216 mm 05);
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Height 38 mm é%
Width 64 mm 22
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Okolina N3
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ambient air temperature for operation -25...60 °C § é
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IP degree of protection 1P20 g§
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Offer Sustainability a3
»n T
Green Premium product Green Premium product éé’
T O
Compliant - since 1842 - Schneider Electric declaration Compliant - since 1842 - Schneider Electric declaration of conformity %_;
— C

of conformity

Reference not containing SVHC above the threshold Reference not containing SVHC above the threshold

Available Available

Need no specific recycling operations Need no specific recycling operations

Contractual warranty

Warranty period 18 months

se trebala koristiti za odredivanje prikladnos

ntegrator duzan je provesti odgovarajucu i potpunu analizu rizika, procjenu i is|

Niti drustvo Schneider Electric Industries SAS niti bilo koje od njegovih povezanih poduzeca ili podruznica nece preuzeti obvezu ili snositi odgovornost za pogresnu upotrebu ovdje sadrzanih informacija.

Informacije dane u ovoj dokumentaciji sadrze opce opise i/ili tehnike karakteristike o performansama ovdje sadrzanih proizvoda.

Ova dokumentacija nije namijenjena kao zamjena za niti

Svaki takav korisnik
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