Podatkovni list proizvoda
Karakteristike

ATlT==rRED

LA9ZX01563
Spajanje priklju¢cima+pklpc.—3P- sabirni.12x5 do
30x10—maks.80 A—od 1,5 do 16mm?
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Komplementarno

Glavno

Device short name LA9Z

Product or component type Distribution block

Quantity per set Setof 8

Poles description 3P

[le] rated operational current 80A
[Ui] rated insulation voltage 690 V
Mounting mode Rail
Cable cross section 1.5...16 mm?
Busbar pitch 60 mm
Width 20 mm
Height 200 mm
Depth 89 mm
Colour Grey
Okolina

IP degree of protection 1P20

Offer Sustainability

Green Premium product

Green Premium product

Compliant - since 0626 - Schneider Electric declaration

of conformity

Compliant - since 0626 - Schneider Electric declaration of conformity

Reference not containing SVHC above the threshold

Reference not containing SVHC above the threshold

Available

Available

Need no specific recycling operations

Need no specific recycling operations

Schneider
ﬁEIectric L5

Niti drustvo Schneider Electric Industries SAS niti bilo koje od njegovih povezanih poduzeca ili podruznica nece preuzeti obvezu ili snositi odgovornost za pogresnu upotrebu ovdje sadrzanih informacija.

Svaki takav korisnik ili integrator duzan je provesti odgovarajucu i potpunu analizu rizika, procjenu i ispitivanje proizvoda u odnosu na odgovaraju¢u specificnu primjenu ili uporabu istog.

Ova dokumentacija nije namijenjena kao zamjena za niti bi se trebala koristiti za odredivanje prikladnosti ili pouzdanosti predmetnih proizvoda za konkretne korisni¢ke primjene.

Informacije dane u ovoj dokumentaciji sadrze opce opise i/ili tehnike karakteristike o performansama ovdje sadrzanih proizvoda.



