Podatkovni list proizvoda

Karakteristike

LC1DGKMY

ATlT==rRED

Glavno

Range

TeSys

Product name

TeSys LC1D.K

Product or component type

Capacitor duty contactor

Device short name

LC1DGK

Device application

Control

Contactor application

Power factor correction

Poles description

3P

Pole contact composition

3NO

[Ue] rated operational voltage

<=690 V AC 50/60 Hz for power circuit

Reactive power rating

9 kvar at 220...240 V AC 50/60 Hz <= 55 °C
16 kvar at 400...415 V AC 50/60 Hz <= 55 °C
17 kvar at 440 V AC 50/60 Hz <= 55 °C

27 kvar at 660...690 V AC 50/60 Hz <= 55 °C

Control circuit type

AC 50/60 Hz

[Uc] control circuit voltage

220 V AC 50/60 Hz

Auxiliary contact composition

1 NO + 2 NC instantaneousfor control circuit

Electrical durability

300000 cycles at Ue 400 V
200000 cycles at Ue 690 V

Mounting support DIN rail

Plate
Standards IEC 60947-4-1
Product certifications CCC

CSA

UL

Connections - terminals Power circuit: connector 1 cable(s) 4 mmz? - cable
stiffness: flexible - with cable end

Power circuit: connector 2 cable(s) 2.5 mm2 -
cable stiffness: flexible - with cable end

Power circuit: connector 1 cable(s) 6 mmz2 - cable
stiffness: solid - without cable end

Power circuit: connector 2 cable(s) 6 mm? - cable
stiffness: solid - without cable end

Tightening torque Power circuit: 1.7 N.m - on connector

Operating rate 240 cyc/h

Komplementarno

Auxiliary contacts type Type mechanically linked (1 NO + 2 NC) conforming to IEC 60947-5-1

Okolina

IP degree of protection

IP20 conforming to IEC 60529
TH conforming to IEC 60068-2-30

protective treatment

ambient air temperature for operation -5...60 °C

ambient air temperature for storage -60...80 °C

operating altitude 3000 m without derating in temperature

height 130 mm
width 45 mm
depth 122 mm
product weight 0.53 kg
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aEIectric

Niti drustvo Schneider Electric Industries SAS niti bilo koje od njegovih povezanih poduzeca ili podruznica nece preuzeti obvezu ili snositi odgovornost za pogresnu upotrebu ovdje sadrzanih informacija.

Svaki takav korisnik ili integrator duzan je provesti odgovarajucu i potpunu analizu rizika, procjenu i ispitivanje proizvoda u odnosu na odgovaraju¢u specificnu primjenu ili uporabu istog.

Ova dokumentacija nije namijenjena kao zamjena za niti bi se trebala koristiti za odredivanje prikladnosti ili pouzdanosti predmetnih proizvoda za konkretne korisni¢ke primjene.

Informacije dane u ovoj dokumentaciji sadrze opce opise i/ili tehnike karakteristike o performansama ovdje sadrzanih proizvoda.



Offer Sustainability

Green Premium product Green Premium product

Compliant - since 0950 - Schneider Electric declaration Compliant - since 0950 - Schneider Electric declaration of conformity
of conformity

Reference not containing SVHC above the threshold Reference not containing SVHC above the threshold

Available Available
Available Available
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