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Product data sheet
Characteristics

MTN5510-1119
ARGUS detektor prisutnosti s IR - relej 1 gang,
polarno bijeli

Main
Range of product ARGUS presence detector
Range ARGUS
Product or component
type

Presence detector

Load type Halogen lamp 2000 W AC
Motor 1000 VA AC
Capacitive 10 A, 140 µF AC
Incandescent lamp 2200 W AC
Low voltage halogen lamp with wire-wound
transformer 500 VA AC
Low voltage halogen lamp with electronic
transformer 1050 VA AC
Energy saving lamp 100 VA

Colour tint Polar white
Colour code RAL 9010
Type of packing Carton

Complementary
[Ue] rated operational voltage 220/230 V
Network frequency 50/60 Hz
Input compatibility Push-buttons and electronic insert
[Ue] rated operational voltage 220/230 V
Input function 1 x external triggering PL
Number output current 10 A
Type of setting Time adjustment

Light sensitivity adjustable
Control type Remote control
Function available Master function
Time delay 10 s...30 min
Light intensity adjustment 10…1000 lux
Horizontal detection angle 0…360 °
Detection range Radius 7 m
Material PC (polycarbonate) brilliant
Device mounting Ceiling
Mounting height 2,5 m

Environment
IP degree of protection IP20
Ambient air temperature for operation 0…25 °C
Environmental health and issues Halogen free
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Offer Sustainability
Uredba REACh Izjava REACh
Direktiva EU RoHS Nije sukladno
Propis RoHS za Kinu Izjava RoHS Za Kinu
Izjava o očuvanju okoliša Ekološki Profil Proizvoda
Profil cirkularnosti Informacije O Kraju Vijeka Trajanja
WEEE Proizvod se na tržištima EU mora odlagati u skladu sa specifičnim propisima o

prikupljanju otpada; nikako se ne smije odlagati s komunalnim otpadom.

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=267220223&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=267220223&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP121211EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI121203EN

