ATT=RED
Podatkovni list proizvoda ZCKE?23

Karakteristike glava grani¢ne sklopke ZCKE — utisni klip poluge s
Celinim kotacCicem

Glavno

Range of product OsiSense XC

Series name Standard format

Product or component type Limit switch head

Device short name ZCKE

Head type Plunger head

Product compatibility XCKJ

Associated body ZCKJ1
ZCKJ11
ZCKJ11H29
ZCKJ11H7
ZCKJ1H29
ZCKJ1H7
ZCKJ2
ZCKJ21
ZCKJ21H29
ZCKJ21H7
ZCKJ2H29
ZCKJ2H7
ZCKJ4
ZCKJ41
ZCKJ41H29
ZCKJ41H7
ZCKJ4H29
ZCKJ4H7
ZCKJ5
ZCKJ5H29
ZCKJ5H7
ZCKJ6
ZCKJ6H29
ZCKJ6H7
ZCKJ7
ZCKJ7H29
ZCKJ7TH7
ZCKJ8
ZCKJ8H29
ZCKJ8H7
ZCKJ9
ZCKJ9H29
ZCKJ9H7
ZCKJD31
ZCKJD31H29
ZCKJD31H7
ZCKJID35
ZCKJD35H29
ZCKJD35H7
ZCKJID37
ZCKJD37H29
ZCKJD37H7
ZCKJD39
ZCKJD39H29
ZCKJD39H7

Movement of operating head Linear
Rotary

Type of operator Roller lever plunger spring return metal

Type of approach Lateral approach 1 direction

Komplementarno

Switch actuation By 30° cam

Schneider
aEIectric L

Niti drustvo Schneider Electric Industries SAS niti bilo koje od njegovih povezanih poduzeca ili podruznica nece preuzeti obvezu ili snositi odgovornost za pogresnu upotrebu ovdje sadrzanih informacija.

Svaki takav korisnik ili integrator duzan je provesti odgovarajucu i potpunu analizu rizika, procjenu i ispitivanje proizvoda u odnosu na odgovaraju¢u specificnu primjenu ili uporabu istog.

Ova dokumentacija nije namijenjena kao zamjena za niti bi se trebala koristiti za odredivanje prikladnosti ili pouzdanosti predmetnih proizvoda za konkretne korisni¢ke primjene.

Informacije dane u ovoj dokumentaciji sadrze opce opise i/ili tehnike karakteristike o performansama ovdje sadrzanih proizvoda.



Positive opening With

Head material Metal
Okolina

ambient air temperature for operation -25...70 °C
ambient air temperature for storage -40...70 °C

environmental characteristic

Standard environment

Offer Sustainability

Green Premium product

Green Premium product

Compliant - since 1012 - Schneider Electric declaration
of conformity

Compliant - since 1012 - Schneider Electric declaration of conformity

Reference not containing SVHC above the threshold

Reference not containing SVHC above the threshold

Need no specific recycling operations

Need no specific recycling operations

Contractua warranty

Warranty period

18 months

Schneider
aEIectric
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